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REVISION HISTORY

REV DESCRIPTION AUTHOR DATE

0.0 INITIAL RELEASE J. BILLMAN

4/10/2017

 1. THE DIMENSIONS OF THIS DRAWING ARE 
CONTROLLED BY THE INVENTOR MODEL IF 
AVALIABLE. THE MODEL TAKES 
PRECEDENCE OVER THIS DRAWING.
 
 2. ALL DIMENSIONS ARE IN INCHES UNLESS 
OTHERWISE NOTED.
 
 3. TOLERANCES: STANDARD COMMERCIAL 
TOLERANCE UNLESS OTHERWISE 
SPECIFIED.
  
 4. FINISH: LIGHTLY TEXTURED NO 
NOTICEABLE DEFECTS AT 3FT (90° ANGLE 
UNDER NATURAL LIGHTING).
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3.830 [97.285 mm]

10.738 [272.754 mm]

14.567 [370.000 mm]
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 1. THE DIMENSIONS OF THIS DRAWING ARE 
CONTROLLED BY THE INVENTOR MODEL IF 
AVALIABLE. THE MODEL TAKES 
PRECEDENCE OVER THIS DRAWING.
 
 2. ALL DIMENSIONS ARE IN INCHES UNLESS 
OTHERWISE NOTED.
 
 3. TOLERANCES: CUTOUT TOLERANCE TO 
MEET NEMA STANDARDS IS +/-0.005 in 
[0.1mm]
 
 4. RECOMENDED MAX PANEL THICKNESS IS 
5

16 in [8 mm]
 

AN OUTLINE OF THE UNITS OUTER EDGE

IS SHOWN FOR EASY PLACEMENT OF 

THE CONTROLER WITHIN THE PANEL

SURFACE

UNIT CUTOUT



PRODUCTS USED ON

DESIGNED BY:

DRAWN BY:

FILE NAME:

CHECKED BY:

SCALE:SHEET:

OF

DRAWING NUMBER:

TITLE OF DRAWING:

JTB

JTB

 

400B1721-R1.0.idw

XL PLUS 15 INCH CUTOUT

XL PLUS 15 INCH

2 400B1721B1 : 3

2 REVISION:

1.0

SIZE:

 

4/25/2017

4/25/2017

NOTES

 

REVISION HISTORY

REV DESCRIPTION AUTHOR DATE

0.0 INITIAL RELEASE J. BILLMAN

4/11/2017

1.0

STUD HOLES ENLARGED, CUTOUT ENLARGED

JTB

4/25/2017

.492 [12.500 mm]

1.969 [50.000 mm]

7.283 [185.000 mm]

12.598 [320.000 mm]

14.075 [357.500 mm]

(14.567 [370.000 mm])
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(1.969 [50.000 mm])

(7.283 [185.000 mm])

(12.598 [320.000 mm])

.1285 [3.264 mm] TYP.

NOTE

IF THE STUD HOLES ARE DRILLED OUT LARGER THAN THE 

DIMENSIONED AMOUNT A WASHER MUST BE USED FOR PROPER

COMPRESSION OF THE GASKET

 1. THE DIMENSIONS OF THIS DRAWING ARE 
CONTROLLED BY THE INVENTOR MODEL IF 
AVALIABLE. THE MODEL TAKES 
PRECEDENCE OVER THIS DRAWING.
 
 2. ALL DIMENSIONS ARE IN INCHES UNLESS 
OTHERWISE NOTED.
 
 3. TOLERANCES: CUTOUT TOLERANCE TO 
MEET NEMA STANDARDS IS +/-0.005 in 
[0.1mm]
 
 4. RECOMENDED MAX PANEL THICKNESS IS 
5

16 in [8 mm]
 

UNIT CUTOUT


