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INSTALLATION NOTICE 
 
 
Power, input and output (I/O) wiring must be in accordance with Class 1, Division 2 
wiring methods [Article 501-4(b) of the National Electrical Code, NFPA 70] for 
installations in the U.S. or as specified in Section 18-1J2 of the Canadian Electrical 
Code for installations within Canada and in accordance with the authority having 
jurisdiction. 
 

 
A. THIS EQUIPMENT IS SUITABLE FOR USE IN CLASS I, DIVISION 2, GROUPS A, B,C, AND 
 D OR NON-HAZARDOUS LOCATIONS ONLY. 
 
B. WARNING – EXPLOSION HAZARD – SUBSTITUTION OF COMPONENTS MAY IMPAIR 

SUITABILITY FOR CLASS I, DIVISION 2.  AVERTISSEMENT - RISQUE D'EXPLOSION LA 
SUBSTITUTION DECOMPOSANTS PEUT RENDRECE MATERIEL INACCEPTABLE POUR 
LES EMPLACEMENTS DE CLASSE I, DIVISION 2 

 
C. WARNING – EXPLOSION HAZARD – DO NOT DISCONNECT EQUIPMENT UNLESS POWER 

HAS BEEN SWITCHED OFF OR THE AREA IS KNOWN TO BE NON-HAZARDOUS AND FREE 
OF IGNITABLE CONCENTRATIONS.  ATTENTION - RISQUE D'EXPLOSION - NE 
DECONNECTEZ PAS L'EQUIPEMENT A MOINS DE L'AVOIR MIS HORS TENSION OU QUE 
LA ZONE EST CONNUE NON-DANGEUREUSE ET NE CONTIENT PAS DE 
CONCENTRATIONS INFLAMMABLES. 

 
D. CAUTION:  To reduce the risk of fire, use only No. 26 AWG or larger (e.g. 24AWG) UL Listed or 

CSA Certified Telecommunication Line Cord. 
 

Note:   Item D applies only to Industrial Modems (e.g., CGM750, etc.).     
 
 
 
 
 

 


